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CONSTRUCTION DETAILS:

A.

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.
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{NOTE: SHA FORCES SHALL RETROFIT CONTROLLER EQUIPMENT
TO OPERATE VIDEQO DETECTION EQUIPMENT).

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.

USE EXISTING STEEL POLE.
USE EXISTING MAST ARM POLE AND INSTALL VIDEG DETECTION
CAMERA ON MAST ARM AS NOTED.
USE EXISTING LIGHTING BRACKET AND INSTALL VIDEG
DETECTION CAMERA ON LIGHTING BRACKET.
ABANDON EXISTING LOOP DETECTOR.

REMOVE EXISTING R10-12 SIGN ON MAST ARM AS NOTED.
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Floshing
Operation

B
One Handbox To Be
installed In Breack Area
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EQUIPMENT LIST “A TS
A.  EQUIPMENT TO BE SUPPLIED BY THE SHA
ITEM NO. QUANTITY DESCRIPTION
3086 1 EACH VIDEO INTERFACE EQUIPMENT: 1-4 CAMERAS

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

1001
© 8004

8026
8027

- 8028

QUANTITY DESCRIPTION
.1 EACH © MAINTENANCE OF TRAFFIC
1 EACH  REMOVE AND DISPOSE OF EXISTING MATERIAL
: . AND EGUIPMENT AS PER ASSIGNMENT .
4 EACH ~ VIDEQ. DETECTION CAMERA
3 EACH CONTROL CABLE. 250 FT. VIDEO DETECTION
TR CAMERA TO CONTROLLER

EQUIPMENT LIST "B”

-1 EACH - CONTROL CABLE, 500 FT. VIDEQ DETECTION
: : : CAMERA TO CONTROLLER
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S.H.A. PROPERTY

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERIAL CABLE
ELECTRICAL
TELEPHONE
GAS -
SEWER
STORM DRAIN
WATER
CABLE TV

GENERAL NOTES

RELOCATED RACE ROAD

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
ETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS
UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER

IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
2. REMOVE AND DISPGSE OF ALL UNUSED SIGNAL CABLE.

AND MAY NOT BE COMPL

TRAFFIC SIGNAL WILL

TOD No: AT724-08
SHA No: AA426A55/B55
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and Associatess LLP

801 South Caroline Street
Baltimore, Maryland 21231

(410) 235-3450
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